MET ONE INSTRUMENTS
DATALOGGER VERIFICATION TEST

Datalogger Model _ ¢4, 4 SerialNo.  #/z/2 %
Sales Order No. [_Z ¥4 ,% ] Customer __ ¢rs £ 24

Test Standards
DMM Keithley 197A  Ser No. 490833 Calibration Due: 3/23/2019

Counter HP 53168 Ser No. 3005A07041 Calibration Due; 3/23/2019
TEST [EXPECTED — [ACTUAL [ERROR_ [SPEC [INOTES
Wind Speed

0.000vdc_[0.0 mps .o O i1-0.5 mps

0.500 vdc [10.0 mps /o .o |t 0.5 mps

0.950 vdc [19.0 mps "9 o & |+-0.5mps

2.500 vdc 150.0 mps Co. o 0 o +/- 0.5 mps

Wind Direction

0.000 vdc |0 deg /7 L/ +/- 3 deg

0.500 vdc {72.0 deg 7 ./ // +/- 3 deg

0.950 vdc [136.8 deg 7.9 4 +/- 3 deg

2.500 vdc |360/0 deg g / /i / +/- 3 deg

Technician; L)M ?@% ______ Date: 7/5/2‘59/,?

Inspected by: ﬁi%m Date: _i[j_lf_&w_

The standards used for calibration have accuracies equal to or greater than the
instruments tested. These standards are on record and are traceable to NIST to
the extent allowed by the institute's calibration facility. Unless otherwise stated
hereon, all instruments are calibrated to meet the manufacturer's published
specmcatlons The calibration system complies with MIL-STD-45662A

466A-8610



